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DATA SHEET –  ZENOPROTECT ENTRY CARPET – 3/01

Importer/Distributor
Advance Flooring Company


131 Captain Springs Rd, Onehunga, Auckland


Telephone (09) 634-4455


Toll Free
0508 Advance (0508-238 262)




0800 Advance (0800 238 262)

Trade Names
ZENO, ZENOPROTECT
Production Description
Specially selected polyamide yarns tufted into an impervious, anti-slip, rubber/vinyl backing.

Particular Benefit
Intense wear, long life guarantee, flexible lie flat backing.

Area of Application
ZENOPROTECT can be used where ever anyone walks from dirty to clean; intense wear areas such as entrance ways to offices, airports, shopping malls, hotels and all commercial premises, also around vending machines, cloakrooms, restaurants etc.




Performance is best when used indoors or in weather protected areas.

Composition
Solution dyed polyamide fibres in a blend of 5000 d’tex and 2700 d’tex to resist traffic lanes forming in the mat and to have a higher number of fibres to brush dirt and water from shoes.  75,500 tuffs per square metre are tufted into a non woven polyester primary backing which is then primary backed with a flexible rubber/vinyl compound.  Weight is 3120gsm.
Dimensions
Roll Width
2 metres


Length
25 metres


Pile Height
6.9mm approximate


Height including backing
9mm approximate


ZENOPROTECT can also be custom-cut to client specifications

Patterns and Colours
Advance hold a range of 8 colours ex-stock in a selection of soft earthy tones.


Samples can be viewed via our national network of flooring distributors or at our showroom.  Phone Advance for your nearest distributor or for samples.


Leading architects and interior designers also hold sample swatches and technical catalogues.

Manufacture
ZENOPROTECT is manufactured in Holland by Zeno-Protect B.V.

Fire Resistance
Low radius of Char BS4790/BS5287.

Static
Anti-Static.

Durability
“Stark”/intensive.

UV Resistance
Some fading can be observed in areas of intense sunlight.

Moisture Behavior
Nil;  except to note that as with any entrance mat, performance is reduced when it is wet.
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Sound Absorption
Good.

Health
ZENOPROTECT does not support mould, fungus or insects.

Safety
Is anti-slip and reduces slip hazards of other flooring by absorbing up to 5kg of dirt and 6 litres of water per square metre.

Installation
Must be laid over dry, clean, firm, smooth, even surface, free of cracks, dirt, oil or loose paint.  May be loose laid as a mat, or in larger areas it is recommended that it be fully adhered with an acrylic adhesive.  Follow adhesive manufacturers instructions.  Installation data sheet available.  Can be butt joined to carpet or be recessed into a matwell.


Does not interfere with store security systems.

Cleaning and Maintenance
Because of the amount of dirt that can be trapped and concealed by ZENOPROTECT regular thorough cleaning is an important activity.  This will keep the mat working and looking attractive for many years.


Daily Maintenance: Daily vacuum ZENOPROTECT, preferably with a rotating brush type vacuum cleaner.  This agitates the pile to loosen and lift the dirt.


Periodic Maintenance: ZENOPROTECT can be deep cleaning with a spray extraction system.  A visual inspection will determine when this should be carried out.


Only use detergents suitable for carpet cleaning and ensure ZENOPROTECT is rinsed with clean water to remove soap residues.


Use solvents sparingly and with care to remove stubborn stains, taking care not to damage the rubber/vinyl backing by over wetting.  The safe method is to apply the solvent to a clean rag and rub the flooring with the wetted rag.

Guarantee
ZENOPROTECT has a five year wear guarantee, stairs excepted, conditional on the product being installed and maintained according to the manufacturers instructions.


Detailed fitting, maintenance and cleaning instructions available on request.

Pricing
Approximately $186.00 per square metre.

Supply
Advance has a national network of consultants and accredited installers.  Please phone for those in your area – TOLL FREE 0508 Advance.  (0508 238 262).
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